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THIS DRAWING AND THE INTELLECTUAL INFORMATION ON THIS DRAWING ARE 
THE PROPERTY OF LIFTSAFE FALL PROTECTION INC. AND MAY NOT BE 
REPRODUCED OR USED IN ANY MANNER WITHOUT OUR WRITTEN CONSENT

REVISION HISTORY
REV ECN DESCRIPTION DATE APPROVED
A  ISSUED FOR FABRICATION   

NOTES:
 
1. INSTALLATION MUST COMPLY WITH ROOF GUARD INSTALLATION MANUAL AS WELL AS BUILDING CODE REQUIREMENTS.
2. GUARDRAIL CONFIGURATION MUST BE AS SHOWN TO COMPLY WITH LOADING REQUIREMENTS OF ONTARIO BUILDING CODE 

(2006) SECTION 4.1.5.15.1b AND 4.1.5.15.4, AS WELL AS THE NATIONAL BUILDING CODE OF CANADA (2005) SECTION 4.1.5.15.1b 
AND 4.1.5.15.4.

3. FOR IRREGULAR CONFIGURATIONS NOT MEETING THE SPAN OR TIE-BACK SPACING LISTED ABOVE, PLEASE CONTACT ROOF GUARD
FOR A CUSTOM ENGINEERED SOLUTION TO MEET THE REQUIREMENTS.

4. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM ROOF GUARD AND THE ENGINEER.
5. ALL SET SCREWS TO BE TORQUED TO 13 FT-LBS.
6. ONE SET SCREW PER BASEPLATE, WITH BOTTOM BASE PLATE SET SCREW LINING UP WITH PILOT HOLE IN VERTICAL PIPE.
7. EACH BASEPLATE SITS ON A 1/8" MASTICATED RUBBER PAD TO PROVIDE PROTECTION TO THE ROOFING MEMBRANE.
8. GUARDRAIL TO BE 1.5" SCHEDULE 40 6061-T6 ALUMINUM PIPE.

NOTES:
 
1. ALL WELDING SHALL CONFORM TO CSA W59 AND BE UNDERTAKEN BY A WELDER FULLY APPROVED BY THE 

CANADIAN WELDING BUREAU TO CSA W59 DIVISION 1 OR 2.1
2. ALL WELDS TO BE SMOOTH AND FREE OF BURRS.
3. MEASUREMENTS TO BE CONFIRMED ON SITE AND ANY DISCREPANCIES REPORTED TO LIFTSAFE FALL PROTECTION.
4. LIFTSAFE FALL PROTECTION TO INSTALL AND FINALIZE NETTING AND SUPPORT CABLES, EXCLUDING WELDED CABLE 

LUGS WHICH WILL BE IN PLACE ON DAY OF INSTALL.
5. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM LIFTSAFE FALL 

PROTECTION AND THE ENGINEER.
ELEVATION VIEW
1. ELEVATION VIEW SHOWING 7 ROWS OF CABLES TO GUARD 5 LEVELS OF BINS APPROX. 14 FEET HIGH. NETS TO 

START AT GROUND LEVEL. BINS WEIGH APPROX. 2000 LBS EACH HEN FULL.

NOTES:
 
1. GUARDRAIL TO BE 1.5" SCHEDULE 40 6061-T6 ALUMINUM PIPE.
2. INSTALLATION MUST COMPLY WITH ROOF GUARD INSTALLATION MANUAL AS WELL AS 
   BUILDING CODE REQUIREMENTS.
3. GUARDRAIL CONFIGURATION MUST BE AS SHOWN TO COMPLY WITH SECTION 4.58 OF THE WORKSAFE BC 
OCCUPATIONAL HEALTH AND SAFETY REGULATIONS.
4. FOR IRREGULAR CONFIGURATIONS NOT MEETING THE SPAN OR TIE-BACK SPACING LISTED ABOVE, PLEASE CONTACT 
ROOF GUARD FOR A CUSTOM ENGINEERED SOLUTION TO MEET THE REQUIREMENTS.
5. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM ROOF GUARD AND 
THE ENGINEER.
6. ALL SET SCREWS TO BE TORQUED TO 13 FT-LBS.
7. ONE SET SCREW PER BASEPLATE, WITH BOTTOM BASE PLATE SET SCREW LINING UP WITH PILOT
   HOLE IN VERTICAL PIPE.
8. EACH BASEPLATE SITS ON A 1/8" MASTICATED RUBBER PAD TO PROVIDE PROTECTION TO THE ROOFING 
MEMBRANE.
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THE PROPERTY OF LIFTSAFE FALL PROTECTION INC. AND MAY NOT BE 
REPRODUCED OR USED IN ANY MANNER WITHOUT OUR WRITTEN CONSENT

REVISION HISTORY
REV ECN DESCRIPTION DATE APPROVED
A ISSUED FOR FABRICATION

NOTES:

1. INSTALLATION MUST COMPLY WITH ROOF GUARD INSTALLATION MANUAL AS WELL AS BUILDING CODE REQUIREMENTS.
2. GUARDRAIL CONFIGURATION MUST BE AS SHOWN TO COMPLY WITH LOADING REQUIREMENTS OF ONTARIO BUILDING CODE

(2006) SECTION 4.1.5.15.1b AND 4.1.5.15.4, AS WELL AS THE NATIONAL BUILDING CODE OF CANADA (2005) SECTION 4.1.5.15.1b
AND 4.1.5.15.4.

3. FOR IRREGULAR CONFIGURATIONS NOT MEETING THE SPAN OR TIE-BACK SPACING LISTED ABOVE, PLEASE CONTACT ROOF GUARD
FOR A CUSTOM ENGINEERED SOLUTION TO MEET THE REQUIREMENTS.

4. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM ROOF GUARD AND THE ENGINEER.
5. ALL SET SCREWS TO BE TORQUED TO 13 FT-LBS.
6. ONE SET SCREW PER BASEPLATE, WITH BOTTOM BASE PLATE SET SCREW LINING UP WITH PILOT HOLE IN VERTICAL PIPE.
7. EACH BASEPLATE SITS ON A 1/8" MASTICATED RUBBER PAD TO PROVIDE PROTECTION TO THE ROOFING MEMBRANE.
8. GUARDRAIL TO BE 1.5" SCHEDULE 40 6061-T6 ALUMINUM PIPE.

NOTES:

1. ALL WELDING SHALL CONFORM TO CSA W59 AND BE UNDERTAKEN BY A WELDER FULLY APPROVED BY THE 
CANADIAN WELDING BUREAU TO CSA W59 DIVISION 1 OR 2.1

2. ALL WELDS TO BE SMOOTH AND FREE OF BURRS.
3. MEASUREMENTS TO BE CONFIRMED ON SITE AND ANY DISCREPANCIES REPORTED TO LIFTSAFE FALL PROTECTION.
4. LIFTSAFE FALL PROTECTION TO INSTALL AND FINALIZE NETTING AND SUPPORT CABLES, EXCLUDING WELDED CABLE 

LUGS WHICH WILL BE IN PLACE ON DAY OF INSTALL.
5. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM LIFTSAFE FALL

PROTECTION AND THE ENGINEER.
ELEVATION VIEW
1. ELEVATION VIEW SHOWING 7 ROWS OF CABLES TO GUARD 5 LEVELS OF BINS APPROX. 14 FEET HIGH. NETS TO

START AT GROUND LEVEL. BINS WEIGH APPROX. 2000 LBS EACH HEN FULL.

NOTES:

1. GUARDRAIL TO BE 1.5" SCHEDULE 40 6061-T6 ALUMINUM PIPE.
2. INSTALLATION MUST COMPLY WITH ROOF GUARD INSTALLATION MANUAL AS WELL AS

BUILDING CODE REQUIREMENTS.
3. GUARDRAIL CONFIGURATION MUST BE AS SHOWN TO COMPLY WITH SECTION 4.58 OF THE WORKSAFE BC
OCCUPATIONAL HEALTH AND SAFETY REGULATIONS.
4. FOR IRREGULAR CONFIGURATIONS NOT MEETING THE SPAN OR TIE-BACK SPACING LISTED ABOVE, PLEASE CONTACT 
ROOF GUARD FOR A CUSTOM ENGINEERED SOLUTION TO MEET THE REQUIREMENTS.
5. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM ROOF GUARD AND 
THE ENGINEER.
6. ALL SET SCREWS TO BE TORQUED TO 13 FT-LBS.
7. ONE SET SCREW PER BASEPLATE, WITH BOTTOM BASE PLATE SET SCREW LINING UP WITH PILOT

HOLE IN VERTICAL PIPE.
8. EACH BASEPLATE SITS ON A 1/8" MASTICATED RUBBER PAD TO PROVIDE PROTECTION TO THE ROOFING 
MEMBRANE.
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THIS DRAWING AND THE INTELLECTUAL INFORMATION ON THIS DRAWING ARE 
THE PROPERTY OF LIFTSAFE FALL PROTECTION INC. AND MAY NOT BE 
REPRODUCED OR USED IN ANY MANNER WITHOUT OUR WRITTEN CONSENT

REVISION HISTORY
REV ECN DESCRIPTION DATE APPROVED
A  ISSUED FOR FABRICATION   

NOTES:
 
1. INSTALLATION MUST COMPLY WITH ROOF GUARD INSTALLATION MANUAL AS WELL AS BUILDING CODE REQUIREMENTS.
2. GUARDRAIL CONFIGURATION MUST BE AS SHOWN TO COMPLY WITH LOADING REQUIREMENTS OF ONTARIO BUILDING CODE 

(2006) SECTION 4.1.5.15.1b AND 4.1.5.15.4, AS WELL AS THE NATIONAL BUILDING CODE OF CANADA (2005) SECTION 4.1.5.15.1b 
AND 4.1.5.15.4.

3. FOR IRREGULAR CONFIGURATIONS NOT MEETING THE SPAN OR TIE-BACK SPACING LISTED ABOVE, PLEASE CONTACT ROOF GUARD
FOR A CUSTOM ENGINEERED SOLUTION TO MEET THE REQUIREMENTS.

4. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM ROOF GUARD AND THE ENGINEER.
5. ALL SET SCREWS TO BE TORQUED TO 13 FT-LBS.
6. ONE SET SCREW PER BASEPLATE, WITH BOTTOM BASE PLATE SET SCREW LINING UP WITH PILOT HOLE IN VERTICAL PIPE.
7. EACH BASEPLATE SITS ON A 1/8" MASTICATED RUBBER PAD TO PROVIDE PROTECTION TO THE ROOFING MEMBRANE.
8. GUARDRAIL TO BE 1.5" SCHEDULE 40 6061-T6 ALUMINUM PIPE.

NOTES:
 
1. ALL WELDING SHALL CONFORM TO CSA W59 AND BE UNDERTAKEN BY A WELDER FULLY APPROVED BY THE 

CANADIAN WELDING BUREAU TO CSA W59 DIVISION 1 OR 2.1
2. ALL WELDS TO BE SMOOTH AND FREE OF BURRS.
3. MEASUREMENTS TO BE CONFIRMED ON SITE AND ANY DISCREPANCIES REPORTED TO LIFTSAFE FALL PROTECTION.
4. LIFTSAFE FALL PROTECTION TO INSTALL AND FINALIZE NETTING AND SUPPORT CABLES, EXCLUDING WELDED CABLE 

LUGS WHICH WILL BE IN PLACE ON DAY OF INSTALL.
5. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM LIFTSAFE FALL 

PROTECTION AND THE ENGINEER.
ELEVATION VIEW
1. ELEVATION VIEW SHOWING 7 ROWS OF CABLES TO GUARD 5 LEVELS OF BINS APPROX. 14 FEET HIGH. NETS TO 

START AT GROUND LEVEL. BINS WEIGH APPROX. 2000 LBS EACH HEN FULL.

NOTES:
 
1. GUARDRAIL TO BE 1.5" SCHEDULE 40 6061-T6 ALUMINUM PIPE.
2. INSTALLATION MUST COMPLY WITH ROOF GUARD INSTALLATION MANUAL AS WELL AS 
   BUILDING CODE REQUIREMENTS.
3. GUARDRAIL CONFIGURATION MUST BE AS SHOWN TO COMPLY WITH SECTION 4.58 OF THE WORKSAFE BC 
OCCUPATIONAL HEALTH AND SAFETY REGULATIONS.
4. FOR IRREGULAR CONFIGURATIONS NOT MEETING THE SPAN OR TIE-BACK SPACING LISTED ABOVE, PLEASE CONTACT 
ROOF GUARD FOR A CUSTOM ENGINEERED SOLUTION TO MEET THE REQUIREMENTS.
5. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM ROOF GUARD AND 
THE ENGINEER.
6. ALL SET SCREWS TO BE TORQUED TO 13 FT-LBS.
7. ONE SET SCREW PER BASEPLATE, WITH BOTTOM BASE PLATE SET SCREW LINING UP WITH PILOT
   HOLE IN VERTICAL PIPE.
8. EACH BASEPLATE SITS ON A 1/8" MASTICATED RUBBER PAD TO PROVIDE PROTECTION TO THE ROOFING 
MEMBRANE.
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THIS DRAWING AND THE INTELLECTUAL INFORMATION ON THIS DRAWING ARE 
THE PROPERTY OF LIFTSAFE FALL PROTECTION INC. AND MAY NOT BE 
REPRODUCED OR USED IN ANY MANNER WITHOUT OUR WRITTEN CONSENT

REVISION HISTORY
REV ECN DESCRIPTION DATE APPROVED
A  ISSUED FOR FABRICATION   

NOTES:
 
1. INSTALLATION MUST COMPLY WITH ROOF GUARD INSTALLATION MANUAL AS WELL AS BUILDING CODE REQUIREMENTS.
2. GUARDRAIL CONFIGURATION MUST BE AS SHOWN TO COMPLY WITH LOADING REQUIREMENTS OF ONTARIO BUILDING CODE 

(2006) SECTION 4.1.5.15.1b AND 4.1.5.15.4, AS WELL AS THE NATIONAL BUILDING CODE OF CANADA (2005) SECTION 4.1.5.15.1b 
AND 4.1.5.15.4.

3. FOR IRREGULAR CONFIGURATIONS NOT MEETING THE SPAN OR TIE-BACK SPACING LISTED ABOVE, PLEASE CONTACT ROOF GUARD
FOR A CUSTOM ENGINEERED SOLUTION TO MEET THE REQUIREMENTS.

4. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM ROOF GUARD AND THE ENGINEER.
5. ALL SET SCREWS TO BE TORQUED TO 13 FT-LBS.
6. ONE SET SCREW PER BASEPLATE, WITH BOTTOM BASE PLATE SET SCREW LINING UP WITH PILOT HOLE IN VERTICAL PIPE.
7. EACH BASEPLATE SITS ON A 1/8" MASTICATED RUBBER PAD TO PROVIDE PROTECTION TO THE ROOFING MEMBRANE.
8. GUARDRAIL TO BE 1.5" SCHEDULE 40 6061-T6 ALUMINUM PIPE.

NOTES:
 
1. ALL WELDING SHALL CONFORM TO CSA W59 AND BE UNDERTAKEN BY A WELDER FULLY APPROVED BY THE 

CANADIAN WELDING BUREAU TO CSA W59 DIVISION 1 OR 2.1
2. ALL WELDS TO BE SMOOTH AND FREE OF BURRS.
3. MEASUREMENTS TO BE CONFIRMED ON SITE AND ANY DISCREPANCIES REPORTED TO LIFTSAFE FALL PROTECTION.
4. LIFTSAFE FALL PROTECTION TO INSTALL AND FINALIZE NETTING AND SUPPORT CABLES, EXCLUDING WELDED CABLE 

LUGS WHICH WILL BE IN PLACE ON DAY OF INSTALL.
5. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM LIFTSAFE FALL 

PROTECTION AND THE ENGINEER.
ELEVATION VIEW
1. ELEVATION VIEW SHOWING 7 ROWS OF CABLES TO GUARD 5 LEVELS OF BINS APPROX. 14 FEET HIGH. NETS TO 

START AT GROUND LEVEL. BINS WEIGH APPROX. 2000 LBS EACH HEN FULL.

NOTES:
 
1. GUARDRAIL TO BE 1.5" SCHEDULE 40 6061-T6 ALUMINUM PIPE.
2. INSTALLATION MUST COMPLY WITH ROOF GUARD INSTALLATION MANUAL AS WELL AS 
   BUILDING CODE REQUIREMENTS.
3. GUARDRAIL CONFIGURATION MUST BE AS SHOWN TO COMPLY WITH SECTION 4.58 OF THE WORKSAFE BC 
OCCUPATIONAL HEALTH AND SAFETY REGULATIONS.
4. FOR IRREGULAR CONFIGURATIONS NOT MEETING THE SPAN OR TIE-BACK SPACING LISTED ABOVE, PLEASE CONTACT 
ROOF GUARD FOR A CUSTOM ENGINEERED SOLUTION TO MEET THE REQUIREMENTS.
5. NO MODIFICATIONS SHALL BE MADE TO THE SYSTEM WITHOUT PERMISSION IN WRITING FROM ROOF GUARD AND 
THE ENGINEER.
6. ALL SET SCREWS TO BE TORQUED TO 13 FT-LBS.
7. ONE SET SCREW PER BASEPLATE, WITH BOTTOM BASE PLATE SET SCREW LINING UP WITH PILOT
   HOLE IN VERTICAL PIPE.
8. EACH BASEPLATE SITS ON A 1/8" MASTICATED RUBBER PAD TO PROVIDE PROTECTION TO THE ROOFING 
MEMBRANE.
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